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Modern Temperature Control

ECOMAX Series systems provide precise temperature control all 
year long with dependable performance from -22°F to 122°F.  

Count on the most energy efficient system with SEER2 ratings 
up to 27 and HSPF ratings up to 14.  All units are ENERGY STAR® 
certified and can run even more efficient in eco mode.

Single and multi-zone systems are available to meet a wide range of 
installation options with high wall or ceiling cassette air handlers.
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ECOMAX Series - at a glance

High Wall Air Handler Ceiling Cassette Air Handler 

(Facia packaged and sold separately)

Condensing Unit (Exterior) 
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•	 Cold climate efficiency ratings qualify 
for utility rebates

•	 Multiple modes for comfort control

•	 Year-round cooling as needed, even 
when outdoor temperatures are low

•	 Peace of mind: 
	 Auto restart 
	 Leak detection 
	 Air filtering

•	 Limited Warranty: 
10 Years compressor, 5 years parts

•	 Zero emissions - a green alternative 
to carbon based systems

•	 Reliable and quiet operation

•	 An easy fit for tough spaces

•	 Easy installation with minimal 
maintenance

•	 Built-in base pan heater

•	 “Gold Fin” anti-corrosive coating for 
longer lasting performance



Also perfect for light commercial spaces such as: 

seating areas, meeting rooms, gyms, and more...

What is a ductless HVAC system?
Home Additions

Attics

Renovations

Rooms that are too hot

Rooms that are too cold

Basements

Garages

Sun-rooms

A

B

B

B

B
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Ductless or “mini-split” systems provide heating and cooling 
control to one or more living spaces (or “zones”) without the use of 
traditional ductwork.

An exterior condensing unit (A) enables the system to achieve the 
desired room temperature through flexible refrigerant tubing to 
one or more strategically located interior air-handler units (B).

Indoor units constantly monitor air temperature and self-adjust 
system performance for optimal energy efficiency and comfort.
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The Perfect Fit

ECOMAX Series systems come in a variety of sizes 
to meet the needs of any room.

High wall air handlers range from 6K to 24K.

Ceiling cassette air handlers range from 9K to 12K.

Multi-zone units range from 18K to 48K,  
and can cover up to (6) zones.

The high wall air handlers easily mount to a wall 
surface while the ceiling cassette air handlers offer 
a four-way air flow option for 360° comfort.

Temperature settings and modes can be 
individually set to customize each indoor unit for 
the unique space and comfort required.



Inverter Technology
 - Variable Speed Compressor

Wired Wall Thermostat

Included
Handheld
IR Remote

�Choice of operating modes – choose between sleep mode 
for maximum comfort while sleeping, timed modes for variety, 
turbo mode to quickly cool or heat a space, or eco mode for 
even more energy efficiency.

�Choice of controls – convenience is yours, whether you opt for 
the included wireless remote, utilize the “Follow Me” feature 
or the optional wired wall control.  Or use the optional Wi-Fi 
dongle for additional control from a smart device.

Convenient System Control

Intelligently heats and cools without wasting 
energy - good for your wallet and the 
environment.

Units continuously adjust speed to match 
your desired comfort level - speeding up and 
slowing down to quickly reach the desired room 
temperature.

Modern components reduce vibration and wear 
and tear, extending the life of the compressor.



Quiet Operation

Wall Air Handlers 22 – 54 dB(A)

Ceiling Cassettes 26 – 48 dB(A)

When ambient temperature is lower at 
night, the system automatically adjusts 
the outdoor unit’s audible output to as 
low as 44 dB!

(a human conversation measures 
approximately 60 dB)
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Decibel levels dB

 - Rocket Launch

 - Fireworks

 - Jack Hammer

 - Chain Saw

 - Heavy Traffic

 - Normal Conversation

 - Light Rain
 - Whisper

 - Rustling Leaves
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ECOMAX Series
Single-Zone System with Wall Air Handler
Specifications and Performance

Outdoor Condensing Unit Model
Indoor Air Handler Model

EMXSZ106DA
EMXWAL06DA

EMXSZ109DA
EMXWAL09DA

EMXSZ112DA
EMXWAL12DA

EMXSZ118DA
EMXWAL18DA

EMXSZ124DA
EMXWAL24DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60

Cooling
Capacity Btu/h 6000 9000 12000 18000 24000
EER2 18 15.4 13.4 12.5 13
SEER2 25.5 27.4 25.4 21.4 21

Rated Heating

Capacity at 47ºF
(8.3ºC)(H1) Btu/h 7000 12000 12000 18000 29000

COP 2.39 1.80 1.80 1.92 2.34
HSPF2 14.8 12.5 10.5 11 13.5

Heating at 17ºF
(-8ºC) Rated Capacity Btu/h 7900 9800 9800 15000 21000

Heating at 5ºF 
(-15ºC) Rated Capacity Btu/h 7700 11500 11500 18000 24200

Indoor Air Flow (Turbo/Hi/Mi/Lo)
m3/h 650 / 550 / 390 / 300 750 / 550 / 390 / 300 750 / 550 / 390 / 300 1080 / 850 / 610 / 500 1380 / 1050 / 700 / 540
 cfm 382.6 / 323.7 / 229.6 / 176.6 441.4 / 323.7 / 229.6 / 176.6 441.4 / 323.7 / 229.6 / 176.6 635.7 / 500.3 / 359.0 / 294.3 812.3 / 618.0 / 412.0 / 317.8

Indoor Noise Level (Turbo/Hi/Mi/Lo) dB(A) 44.0 / 36.5 / 32.5 / 22.0 N\A / 38 / 33 / 20.5 47 / 36.5 / 32.5 / 22 49.5 / 45.0 / 38.0 / 31.5 54.5 / 43.5 / 38.5 / 27

Indoor Unit
Dimensions (WxDxH)

inches 33.40 x 9.06 x 11.81 33.40 x 9.06 x 11.81 33.40 x 9.06 x 11.81 40.04 x 9.53 x 12.56 46.85 x 11.02 x 14.61
mm 848 x 230 x 300 848 x 230 x 300 848 x 230 x 300 1017 x 242 x 319 1190 x 280 x 371

Gross Weight lb / kg 29.32 / 13.3 29.98 / 13.6 29.32 / 13.3 36.6 / 16.6 55.56 / 25.2

Outdoor Unit
Dimensions (WxDxH)

inches 30.12 x 11.93 x 21.85 31.69 x 12.99 x 21.81 31.69 x 12.99 x 21.81 35.04 x 13.46 x 26.50 37.24 x 16.14 x 31.89
mm 765.0 x 303.0 x 555.0 805.0 x 330.0 x 554.0 805.0 x 330.0 x 554.0 890.0 x 342.0 x 673.0 946.0 x 410.0 x 810.0

Gross Weight lb / kg 67.68 / 30.7 78.7 / 35.7 78.7 / 35.7 107.8 / 48.9 141.3 / 64.1
Refrigerant type R-454B charge oz 32.45 35.27 35.27 55.38 63.49
Design Pressure psig 550 / 340 550 / 340 550 / 340 550 / 340 550 / 340
Refrigerant Precharge (total pipe length) ft / m 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5
Additional charge for each ft oz 0.16 0.16 0.16 0.16 0.32

Refrigerant Piping

Liquid/Gas side
Flare Connections

inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”
mm 6.35 / 9.52 6.35 / 9.52 6.35 / 9.52 6.35 / 12.7 9.52 / 15.9

Max. pipe length ft / m 82 / 25 82 / 25 82 / 25 98.4 / 30 164 / 50
Max. difference in height ft / m 49.2 / 15 49.2 / 15 49.2 / 15 65.6 / 20 82 / 25

Minimum Circuit Ampacity (Indoor / Outdoor) A 3 / 12 3 / 15 3 / 15 3 / 15 3 / 15
Max Time Delay Fuse/Harc Breaker (Indoor / Outdoor) A 15 / 15 15 / 15 15 / 15 15 / 20 15 / 25

Indoor Operating 
Temperature 
Range

Thermostat Setting Range
Indoor (Cooling/Heating)

ºC 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30

ºF 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86

Outdoor Operating 
Temperature 
Range

Outdoor (Cooling/Heating)
ºC -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24

ºF -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75

Specifications subject to change without notice.
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Outdoor Condensing Unit Model
Indoor Air Handler Model

EMXSZ106DA
EMXWAL06DA

EMXSZ109DA
EMXWAL09DA

EMXSZ112DA
EMXWAL12DA

EMXSZ118DA
EMXWAL18DA

EMXSZ124DA
EMXWAL24DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60

Cooling
Capacity Btu/h 6000 9000 12000 18000 24000
EER2 18 15.4 13.4 12.5 13
SEER2 25.5 27.4 25.4 21.4 21

Rated Heating

Capacity at 47ºF
(8.3ºC)(H1) Btu/h 7000 12000 12000 18000 29000

COP 2.39 1.80 1.80 1.92 2.34
HSPF2 14.8 12.5 10.5 11 13.5

Heating at 17ºF
(-8ºC) Rated Capacity Btu/h 7900 9800 9800 15000 21000

Heating at 5ºF 
(-15ºC) Rated Capacity Btu/h 7700 11500 11500 18000 24200

Indoor Air Flow (Turbo/Hi/Mi/Lo)
m3/h 650 / 550 / 390 / 300 750 / 550 / 390 / 300 750 / 550 / 390 / 300 1080 / 850 / 610 / 500 1380 / 1050 / 700 / 540
 cfm 382.6 / 323.7 / 229.6 / 176.6 441.4 / 323.7 / 229.6 / 176.6 441.4 / 323.7 / 229.6 / 176.6 635.7 / 500.3 / 359.0 / 294.3 812.3 / 618.0 / 412.0 / 317.8

Indoor Noise Level (Turbo/Hi/Mi/Lo) dB(A) 44.0 / 36.5 / 32.5 / 22.0 N\A / 38 / 33 / 20.5 47 / 36.5 / 32.5 / 22 49.5 / 45.0 / 38.0 / 31.5 54.5 / 43.5 / 38.5 / 27

Indoor Unit
Dimensions (WxDxH)

inches 33.40 x 9.06 x 11.81 33.40 x 9.06 x 11.81 33.40 x 9.06 x 11.81 40.04 x 9.53 x 12.56 46.85 x 11.02 x 14.61
mm 848 x 230 x 300 848 x 230 x 300 848 x 230 x 300 1017 x 242 x 319 1190 x 280 x 371

Gross Weight lb / kg 29.32 / 13.3 29.98 / 13.6 29.32 / 13.3 36.6 / 16.6 55.56 / 25.2

Outdoor Unit
Dimensions (WxDxH)

inches 30.12 x 11.93 x 21.85 31.69 x 12.99 x 21.81 31.69 x 12.99 x 21.81 35.04 x 13.46 x 26.50 37.24 x 16.14 x 31.89
mm 765.0 x 303.0 x 555.0 805.0 x 330.0 x 554.0 805.0 x 330.0 x 554.0 890.0 x 342.0 x 673.0 946.0 x 410.0 x 810.0

Gross Weight lb / kg 67.68 / 30.7 78.7 / 35.7 78.7 / 35.7 107.8 / 48.9 141.3 / 64.1
Refrigerant type R-454B charge oz 32.45 35.27 35.27 55.38 63.49
Design Pressure psig 550 / 340 550 / 340 550 / 340 550 / 340 550 / 340
Refrigerant Precharge (total pipe length) ft / m 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5
Additional charge for each ft oz 0.16 0.16 0.16 0.16 0.32

Refrigerant Piping

Liquid/Gas side
Flare Connections

inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”
mm 6.35 / 9.52 6.35 / 9.52 6.35 / 9.52 6.35 / 12.7 9.52 / 15.9

Max. pipe length ft / m 82 / 25 82 / 25 82 / 25 98.4 / 30 164 / 50
Max. difference in height ft / m 49.2 / 15 49.2 / 15 49.2 / 15 65.6 / 20 82 / 25

Minimum Circuit Ampacity (Indoor / Outdoor) A 3 / 12 3 / 15 3 / 15 3 / 15 3 / 15
Max Time Delay Fuse/Harc Breaker (Indoor / Outdoor) A 15 / 15 15 / 15 15 / 15 15 / 20 15 / 25

Indoor Operating 
Temperature 
Range

Thermostat Setting Range
Indoor (Cooling/Heating)

ºC 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30

ºF 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86

Outdoor Operating 
Temperature 
Range

Outdoor (Cooling/Heating)
ºC -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24

ºF -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75

Specifications subject to change without notice.
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ECOMAX Series
Single-Zone System with Wall Air Handler
Specifications and Performance



Outdoor Condensing Unit Model
Indoor Air Handler Model

EMXSZ109DA
EMXCAS09DA

EMXSZ112DA
EMXCAS12DA

EMXSZ118DA
EMXCAS18DA

EMXSZ124DA
EMXCAS24DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60

Cooling
Capacity Btu/h 9000 12000 16000 23400
EER2 14.0 12.5 12.5 12.0
SEER2 22.6 22.2 20.0 20.7

Rated Heating

Capacity at 47ºF
(8.3ºC)(H1) Btu/h 10000 12000 19000 25000

COP 1.84 2.00 1.90 2.23
HSPF2 12.1 11.6 12.3 11.6

Heating at 17ºF
(-8ºC) Rated Capacity Btu/h 12600 12900 18000 23900

Heating at 5ºF 
(-15ºC) Rated Capacity Btu/h 11000 11500 17000 23800

Indoor Air Flow (Turbo/Hi/Mi/Lo)
m3/h 600 / 530 / 450 / 310 710 / 620 / 520 / 330 760 / 660 / 540 / 330 1300 / 1200 / 1080 / 930
cfm 353.2 / 312.0 / 264.9 / 182.5 417.9 / 364.9 / 306.1 / 194.2 447.3 / 388.5 / 317.8 / 194.2 765.2 / 706.3 / 635.7 / 547.4

Indoor Noise Level (Turbo/Hi/Mi/Lo) dB(A) 42.5 / 40.0 / 37.5 / 26.0 46 / 43.5 / 40.5 / 27.5 48 / 44.5 / 41.0 / 27.5 48.5 / 45.0 / 42.5 / 33.5

Indoor Unit
Dimensions (WxDxH)

inches 22.44 x 22.44 x 9.65 22.44 x 22.44 x 9.65 22.44 x 22.44 x 9.65 32.68 x 32.68 x 8.07
mm 570 x 570 x 245 570 x 570 x 245 570 x 570 x 245 830 x 830 x 205

Gross Weight lb / kg 41.89 / 19 41.89 / 19 41.89 / 19 59.08 / 26.8

Outdoor Unit
Dimensions (WxDxH)

inches 31.69 x 12.99 x 21.81 31.69 x 12.99 x 21.81 35.04 x 13.46 x 26.50 37.24 x 16.14 x 31.89
mm 805 x 330 x 554 805 x 330 x 554 890 x 342 x 673 946 x 410 x 810

Gross Weight lb / kg 78.7 / 35.7 78.7 / 35.7 107.8 / 48.9 141.31 / 64.1
Refrigerant type R-454B charge oz 35.27 35.27 55.38 63.49
Design Pressure psig 550 / 340 550 / 340 550 / 340 550 / 340
Refrigerant Precharge (total pipe length) ft / m 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5
Additional charge for each ft oz 0.16 0.16 0.16 0.32

Refrigerant Piping

Liquid/Gas side
Flare Connections

inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”
mm 6.35 / 9.52 6.35 / 9.52 6.35 / 12.7 9.52 / 15.9

Max. pipe length ft / m 82 / 25 82 / 25 98.4 / 30 164 / 50
Max. difference in height ft / m 49.2 / 15 49.2 / 15 65.6 / 20 82 / 25

Minimum Circuit Ampacity (Indoor/Outdoor) A 3 / 15 3 / 15 3 / 19 3 / 24.9
Max Time Delay Fuse/Harc Breaker (Indoor/Outdoor) A 15 / 15 15 / 15 15 / 20 15 / 25

Indoor 
Temperature 
Range

Thermostat Range
Indoor (Cooling/Heating)

ºC 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30

ºF 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86

Outdoor Operating 
Temperature 
Range

Outdoor (Cooling/Heating)
ºC -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24

ºF -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75

Facia Panel Sold Separately Item # 240013566 240013566 240013566 240013567

Specifications subject to change without notice.
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ECOMAX Series
Single-Zone System with Ceiling Cassette Air Handler
Specifications and Performance



Outdoor Condensing Unit Model
Indoor Air Handler Model

EMXSZ109DA
EMXCAS09DA

EMXSZ112DA
EMXCAS12DA

EMXSZ118DA
EMXCAS18DA

EMXSZ124DA
EMXCAS24DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60

Cooling
Capacity Btu/h 9000 12000 16000 23400
EER2 14.0 12.5 12.5 12.0
SEER2 22.6 22.2 20.0 20.7

Rated Heating

Capacity at 47ºF
(8.3ºC)(H1) Btu/h 10000 12000 19000 25000

COP 1.84 2.00 1.90 2.23
HSPF2 12.1 11.6 12.3 11.6

Heating at 17ºF
(-8ºC) Rated Capacity Btu/h 12600 12900 18000 23900

Heating at 5ºF 
(-15ºC) Rated Capacity Btu/h 11000 11500 17000 23800

Indoor Air Flow (Turbo/Hi/Mi/Lo)
m3/h 600 / 530 / 450 / 310 710 / 620 / 520 / 330 760 / 660 / 540 / 330 1300 / 1200 / 1080 / 930
cfm 353.2 / 312.0 / 264.9 / 182.5 417.9 / 364.9 / 306.1 / 194.2 447.3 / 388.5 / 317.8 / 194.2 765.2 / 706.3 / 635.7 / 547.4

Indoor Noise Level (Turbo/Hi/Mi/Lo) dB(A) 42.5 / 40.0 / 37.5 / 26.0 46 / 43.5 / 40.5 / 27.5 48 / 44.5 / 41.0 / 27.5 48.5 / 45.0 / 42.5 / 33.5

Indoor Unit
Dimensions (WxDxH)

inches 22.44 x 22.44 x 9.65 22.44 x 22.44 x 9.65 22.44 x 22.44 x 9.65 32.68 x 32.68 x 8.07
mm 570 x 570 x 245 570 x 570 x 245 570 x 570 x 245 830 x 830 x 205

Gross Weight lb / kg 41.89 / 19 41.89 / 19 41.89 / 19 59.08 / 26.8

Outdoor Unit
Dimensions (WxDxH)

inches 31.69 x 12.99 x 21.81 31.69 x 12.99 x 21.81 35.04 x 13.46 x 26.50 37.24 x 16.14 x 31.89
mm 805 x 330 x 554 805 x 330 x 554 890 x 342 x 673 946 x 410 x 810

Gross Weight lb / kg 78.7 / 35.7 78.7 / 35.7 107.8 / 48.9 141.31 / 64.1
Refrigerant type R-454B charge oz 35.27 35.27 55.38 63.49
Design Pressure psig 550 / 340 550 / 340 550 / 340 550 / 340
Refrigerant Precharge (total pipe length) ft / m 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5
Additional charge for each ft oz 0.16 0.16 0.16 0.32

Refrigerant Piping

Liquid/Gas side
Flare Connections

inch 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”
mm 6.35 / 9.52 6.35 / 9.52 6.35 / 12.7 9.52 / 15.9

Max. pipe length ft / m 82 / 25 82 / 25 98.4 / 30 164 / 50
Max. difference in height ft / m 49.2 / 15 49.2 / 15 65.6 / 20 82 / 25

Minimum Circuit Ampacity (Indoor/Outdoor) A 3 / 15 3 / 15 3 / 19 3 / 24.9
Max Time Delay Fuse/Harc Breaker (Indoor/Outdoor) A 15 / 15 15 / 15 15 / 20 15 / 25

Indoor 
Temperature 
Range

Thermostat Range
Indoor (Cooling/Heating)

ºC 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30

ºF 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86

Outdoor Operating 
Temperature 
Range

Outdoor (Cooling/Heating)
ºC -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24 -30~50 / -30~24

ºF -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75 -22~122 / -22~75

Facia Panel Sold Separately Item # 240013566 240013566 240013566 240013567

Specifications subject to change without notice.
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ECOMAX Series
Single-Zone System with Ceiling Cassette Air Handler 
Specifications and Performance



Outdoor Condensing Unit Model EMXMZ218DA EMXMZ327DA EMXMZ436DA EMXMZ548DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60

Cooling
Capacity Btu/h 19000 27000 36000 45000
EER2 13 12 12.2 12
SEER2 21 21 21.5 21.2

Rated Heating

Capacity at 47ºF
(8.3ºC)(H1) Btu/h 20000 27000 36000 49000

COP 2 1.9 1.9 2
HSPF2 10 10 11.3 10.2

Heating at 17ºF
(-8ºC) Rated Capacity Btu/h 18000 27000 43000 47500

Heating at 5ºF
(-15ºC) Rated Capacity Btu/h 18000 27000 37000 48000

Operating 
Range Ambient 
Temp.

Cooling
ºC -30~50 -30~50 -30~50 -30~50
ºF -22~122 -22~122 -22~122 -22~122

Heating
ºC -30~24 -30~24 -30~24 -30~24
ºF -22~75 -22~75 -22~75 -22~75

Minimum Circuit Ampacity A 17.5 30 37 43
Max Time Delay Fuse/Harc 
Breaker A 20 35 40 45

Outdoor Air Flow cfm 2130.7 2148.4 3037.2 4502.8
Outdoor Noise Level dB(A) 62 61 65 65

Outdoor Unit
Dimensions 
(WxDxH)

inches 37.24 x 16.14 x 31.89 37.24 x 16.14 x 31.89 38.58 x 16.34 x 38.39 37.48 x 16.34 x 52.48
mm 1090 × 500 × 885 1090 × 500 × 885 1145 × 500 × 1080 1095 × 495 × 1480

Gross Weight lb / kg 148.15 / 67.2 179.67 / 81.5 244.71 / 111 276.68 / 125.5
Refrigerant type R-454B charge oz 78.31 120.63 134.04 151.68
Refrigerant Precharge (total pipe 
length) ft / m 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5 24.6 / 7.5

Additional 
charge for 
each ft (Inch)

1/4 in (6.35mm) 
liquid pipe oz 0.16 0.16 0.16 0.16

3/8 in (9.52mm) 
liquid pipe oz 0.32 0.32 0.32 0.32

Design Pressure psig 550 / 340 550 / 340 550 / 340 550 / 340

Refrigerant 
Piping

Liquid/Gas side
Flare 
Connections

inch (3) 1/4” / (3) 3/8” (4) 1/4” / (3) 3/8” 
(1) 1/2”

(5) 1/4” / (3) 3/8” 
(2) 1/2”

(6) 1/4” / (4) 3/8” 
(2) 1/2”

mm (3) 6.35 / (3) 9.52 (4) 6.35 / (3) 9.52 
(1) 12.7

(5) 6.35 / (3) 9.53 
(2) 12.7

(6) 6.35 / (4) 9.52 
(2) 12.7

Max. length for 
all rooms

m 60 80 80 80
ft 196.8 262.4 262.4 262.4

Max. length for 
one indoor unit

m 30 35 35 35
ft 98.4 114.8 114.8 114.8

Max. height 
difference 
between ODU 
and IDU

m 15 15 15 15

ft 49.2 49.2 49.2 49.2

ECOMAX Series Multi-Zone System Outdoor Units 
Specifications and Performance

Specifications subject to change without notice.
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Indoor Wall Air Handler Model EMXWAL06DA EMXWAL09DA EMXWAL12DA EMXWAL18DA EMXWAL24DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60
Indoor Air Flow
(Turbo/Hi/Mi/Lo) cfm 382.6 / 323.7 / 

229.6 / 176.6
441.4 / 323.7 / 
229.6 / 176.6

441.4 / 323.7 / 
229.6 / 176.6

635.7 / 500.3 / 
359.0 / 294.3

812.3 / 618.0 / 
412.0 / 317.8

Indoor Noise Level
(Turbo/Hi/Mi/Lo) dB(A) 44.0 / 36.5 / 32.5 

/ 22.0 N\A / 38 / 33 / 20.5 47 / 36.5 / 32.5 
/ 22

49.5 / 45.0 / 38.0 
/ 31.5

54.5 / 43.5 / 38.5 
/ 27

Wall Air 
Handler

Dimensions 
(WxDxH)

inches 33.40 x 9.06 x 
11.81

33.40 x 9.06 x 
11.81

33.40 x 9.06 x 
11.81

40.04 x 9.53 x 
12.56

46.85 x 11.02 x 
14.61

mm 848 x 230 x 300 848 x 230 x 300 848 x 230 x 300 1017 x 242 x 319 1190 x 280 x 371
Gross 
Weight lb / kg 29.32 / 13.3 29.98 / 13.6 29.32 / 13.3 36.6 / 16.6 55.56 / 25.2

Refrigerant 
Piping

Liquid/Gas 
side
Flare 
Connections

inches 1/4” / 3/8” 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”

mm 6.35 / 9.52 6.35 / 9.52 6.35 / 9.52 6.35 / 12/7 9.52 / 15.9

Thermostat 
Setting 
Range

Indoor 
(Cooling/
Heating)

ºC 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30

ºF 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86
 

ECOMAX Series Multi-Zone System Indoor Units 
Wall Air Handler Specifications and Performance

Indoor Ceiling Cassette Model EMXCAS09DA EMXCAS12DA EMXCAS18DA EMXCAS24DA

Power Supply V,ph,Hz 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60 208/230, 1, 60
Indoor Air Flow
(Turbo/Hi/Mi/Lo) cfm 353.2 / 312.0 / 264.9 / 

182.5
417.9 / 364.9 / 306.1 / 

194.2
447.3 / 388.5 / 317.8 / 

194.2
765.2 / 706.3 / 635.7 / 

547.4
Indoor Noise Level
(Turbo/Hi/Mi/Lo) dB(A) 42.5 / 40.0 / 37.5 / 26.0 46 / 43.5 / 40.5 / 27.5 48 / 44.5 / 41.0 / 27.5 48.5 / 45.0 / 42.5 / 33.5

Ceiling 
Cassette

Dimensions 
(WxDxH)

inches 22.44 x 22.44 x 9.65 22.44 x 22.44 x 9.65 22.44 x 22.44 x 9.65 32.68 x 32.68 x 8.07

mm 570 x 570 x 245 570 x 570 x 245 570 x 570 x 245 830 x 830 x 205
Gross 
Weight lb / kg 41.89 / 19 41.89 / 19 41.89 / 19 59.08 / 26.8

Refrigerant 
Piping

Liquid/Gas 
side
Flare 
Connections

inches 1/4” / 3/8” 1/4” / 3/8” 1/4” / 1/2” 3/8” / 5/8”

mm 6.35 / 9.52 6.35 / 9.52 6.35 / 12.7 9.52 / 15.9

Thermostat 
Setting 
Range

Indoor 
(Cooling/
Heating)

ºC 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30 16~32 / 0~30

ºF 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86 60~90 / 32~86

Facia Panel Must be ordered with cassette unit, packaged and sold separately.

Facia Part Number 240013566 240013566 240013566 240013567

ECOMAX Series Multi-Zone System Indoor Units 
Ceiling Cassette Specifications and Performance

Specifications subject to change without notice.
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ECOMAX Series Multi-Zone Combinations
1 Unit 2 Units 3 Units 4 Units

EM
XM

Z2
18

DA
 - 

3 
Dr

iv
e

18 k 6 k + 6 k 6 k + 6 k + 6 k

24 k 6 k + 9 k 6 k + 6 k + 9 k

6 k + 12 k 6 k + 6 k + 12 k

6 k + 18 k 6 k + 6 k + 18 k

6 k + 24 k 6 k + 6 k + 24 k

9 k + 9 k 6 k + 9 k + 9 k

9 k + 12 k 6 k + 9 k + 12 k

9 k + 18 k 6 k + 9 k + 18 k

9 k + 24 k 6 k + 12 k + 12 k

12 k + 12 k 6 k + 12 k + 18 k

12 k + 18 k 9 k + 9 k + 9 k

12 k + 24 k 9 k + 9 k + 12 k

18 k + 18 k 9 k + 9 k + 18 k

9 k + 12 k + 12 k

12 k + 12 k + 12 k

1 Unit 2 Units 3 Units 4 Units

EM
XM

Z3
27

DA
 - 

4 
Dr

iv
e

24 k 6 k + 18 k 6 k + 6 k + 6 k 6 k + 6 k + 6 k + 6 k

6 k + 24 k 6 k + 6 k + 9 k 6 k + 6 k + 6 k + 9 k

9 k + 9 k 6 k + 6 k + 12 k 6 k + 6 k + 6 k + 12 k

9 k + 12 k 6 k + 6 k + 18 k 6 k + 6 k + 6 k + 18 k

9 k + 18 k 6 k + 6 k + 24 k 6 k + 6 k + 6 k + 24 k

9 k + 24 k 6 k + 9 k + 9 k 6 k + 6 k + 9 k + 9 k

12 k + 12 k 6 k + 9 k + 12 k 6 k + 6 k + 9 k + 12 k

12 k + 18 k 6 k + 9 k + 18 k 6 k + 6 k + 9 k + 18 k

12 k + 24 k 6 k + 9 k + 24 k 6 k + 6 k + 9 k + 24 k

18 k + 18 k 6 k + 12 k + 12 k 6 k + 6 k + 12 k + 12 k

6 k + 12 k + 18 k 6 k + 6 k + 12 k + 18 k

6 k + 12 k + 24 k 6 k + 6 k + 12 k + 24 k

6 k + 18 k + 18 k 6 k + 6 k + 18 k + 18 k

6 k + 18 k + 24 k 6 k + 9 k + 9 k + 9 k

9 k + 9 k + 9 k 6 k + 9 k + 9 k + 12 k

9 k + 9 k + 12 k 6 k + 9 k + 9 k + 18 k

9 k + 9 k + 18 k 6 k + 9 k + 9 k + 24 k

9 k + 9 k + 24 k 6 k + 9 k + 12 k + 12 k

9 k + 12 k + 12 k 6 k + 9 k + 12 k + 18 k

9 k + 12 k + 18 k 6 k + 12 k + 12 k + 12 k

9 k + 12 k + 24 k 6 k + 12 k + 12 k + 18 k

9 k + 18 k + 18 k 9 k + 9 k + 9 k + 9 k

12 k + 12 k + 12 k 9 k + 9 k + 9 k + 12 k

12 k + 12 k + 18 k 9 k + 9 k + 9 k + 18 k

12 k + 12 k + 24 k 9 k + 9 k + 12 k + 12 k

12 k + 18 k + 18 k 9 k + 9 k + 12 k + 18 k

9 k + 12 k + 12 k + 12 k

12 k + 12 k + 12 k + 12 k

2 Units 3 Units 4 Units 5 Units

EM
XM

Z4
36

DA
 - 

5 
Dr

iv
e

6 k + 24 k 6 k + 6 k + 12 k 6 k + 6 k + 6 k + 6 k 6 k +6 k + 6 k + 6 k + 6 k

9 k + 18 k 6 k + 6 k + 18 k 6 k + 6 k + 6 k + 9 k 6 k +6 k + 6 k + 6 k + 9 k

9 k + 24 k 6 k + 6 k + 24 k 6 k + 6 k + 6 k + 12 k 6 k + 6 k + 6 k + 6 k + 12 k

12 k + 12 K 6 k + 9 k + 9 k 6 k + 6 k + 6 k + 18 k 6 k + 6 k + 6 k + 6 k + 18 k

12 k + 18 k 6 k + 9 k + 12 k 6 k + 6 k + 6 k + 24 k 6 k + 6 k + 6 k + 9 k + 9 k

12 k + 24 k 6 k + 9 k + 18 k 6 k + 6 k + 9 k + 9 k 6 k + 6 k + 6 k + 9 k + 12 k

18 k + 18 k 6 k + 9 k + 24 k 6 k + 6 k + 9 k + 12 k 6 k + 6 k + 6 k + 9 k + 18 k

18 k + 24 k 6 k + 12 k + 12 k 6 k + 6 k + 9 k + 18 k 6 k + 6 k + 6 k + 12 k + 12 k

24 k + 24 k 6 k + 12 k + 18 k 6 k + 6 k + 9 k + 24 k 6 k + 6 k + 6 k + 12 k + 18 k

6 k + 12 k + 24 k 6 k + 6 k + 12 k + 12 k 6 k + 6 k + 9 k + 9 k + 9 k

6 k + 18 k + 18 k 6 k + 6 k + 12 k + 18 k 6 k + 6 k + 9 k + 9 k + 12 k

6 k + 18 k + 24 k 6 k + 6 k + 12 k + 24 k 6 k + 6 k + 9 k + 9 k + 18 k

9 k + 9 k + 9 k 6 k + 6 k + 18 k + 18 k 6 k + 6 k + 9 k + 12 k + 12 k

9 k + 9 k + 12 k 6 k + 6 k + 18 k + 24 k 6 k + 6 k + 12 k + 12 k + 12 k

9 k + 9 k + 18 k 6 k + 9 k + 9 k + 9 k 6 k + 9 k + 9 k + 9 k + 9 k

9 k + 9 k + 24 k 6 k + 9 k + 9 k + 12 k 6 k + 9 k + 9 k + 9 k + 12 k

9 k + 12 k + 12 k 6 k + 9 k + 9 k + 18 k 6 k + 9 k + 9 k + 12 k + 12 k

9 k + 12 k + 18 k 6 k + 9 k + 9 k + 24 k 9 k + 9 k + 9 k + 9 k + 9 k

9 k + 12 k + 24 k 6 k + 9 k + 12 k + 12 k 9 k + 9 k + 9 k + 9 k + 12 k

9 k + 18 k + 18 k 6 k + 9 k + 12 k + 18 K

9 k + 18 k + 24 k 6 k + 9 k + 12 k + 24 K

12 k + 12 k + 12 k 6 k + 9 k + 18 k + 18 k

12 k + 12 k + 18 k 6 k + 9 k + 18 k + 24 k

12 k + 12 k + 24 k 6 k + 12 k + 12 k + 12 k

12 k + 18 k + 18 k 6 k + 12 k + 12 k + 18 k

12 k + 18 k + 24 k 6 k + 12 k + 12 k + 24 k

18 k + 18 k + 18 k 6 k + 12 k + 18 k + 18 k

6 k + 12 k + 18 k + 24 k

6 k + 18 k + 18 k + 18 k

9 k + 9 k + 9 k + 9 k

9 k + 9 k + 9 k + 12 k

9 k + 9 k + 9 k + 18 k

9 k + 9 k + 9 k + 24 k

9 k + 9 k + 12 k + 12 k

9 k + 9 k + 12 k + 18 k

9 k + 9 k + 12 k + 24 k

9 k + 9 k + 18 k + 18 k

9 k + 9 k + 18 k + 24 k

9 k + 12 k + 12 k + 12 k

9 k + 12 k + 12 k + 18 k

9 k + 12 k + 12 k + 24 k

9 k + 12 k + 18 k + 18 k

9 k + 18 k + 18 k + 18 k

12 k + 12 k + 12 k + 12 k

12 k + 12 k + 12 k + 18 k

12 k + 12 k + 12 k + 24 k

12 k + 12 k + 18 k + 18 k

Note:  If total indoor units load exceeds nominal capacity of outdoor unit, the practical output capacity of 
every indoor unit will be correspondingly attenuated.  This situation is very evident during heating mode.
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ECOMAX Series Multi-Zone Combinations
2 Units 3 Units 4 Units 5 Units 5 Units (Cont.) 6 Units 6 Units (Cont.)

EM
XM

Z5
48

D
A 

- 
6 

D
ri

ve

6 k + 24 k 6 k + 6 k + 18 k 6 k + 6 k + 6 k + 6 k 6 k + 6 k + 6 k + 6 k + 6 k 9 k + 9 k + 9 k + 9 k + 9 k 6 k + 6 k + 6 k + 6 k + 6 k + 6 k 9 k + 9 k + 9 k + 9 k + 9 k + 12 k

9 k + 18 k 6 k + 6 k + 24 k 6 k + 6 k + 6 k + 9 k 6 k + 6 k + 6 k + 6 k + 9 k 9 k + 9 k + 9 k + 9 k + 12 k 6 k + 6 k + 6 k + 6 k + 6 k + 9 k 9 k + 9 k + 9 k + 9 k + 9 k + 18 k

9 k + 24 k 6 k + 9 k + 9 k 6 k + 6 k + 6 k + 12 k 6 k + 6 k + 6 k + 6 k + 12 k 9 k + 9 k + 9 k + 9 k + 18 k 6 k + 6 k + 6 k + 6 k + 6 k + 12 k 9 k + 9 k + 9 k + 9 k + 9 k + 24 k

12 k + 12 k 6 k + 9 k + 12 k 6 k + 6 k + 6 k + 18 k 6 k + 6 k + 6 k + 6 k + 18 k 9 k + 9 k + 9 k + 9 k + 24 k 6 k + 6 k + 6 k + 6 k + 6 k + 18 k 9 k + 9 k + 9 k + 9 k + 12 k + 12 k

12 k + 18 k 6 k + 9 k + 18 k 6 k + 6 k + 6 k + 24 k 6 k + 6 k + 6 k + 6 k + 24 k 9 k + 9 k + 9 k + 12 k + 12 k 6 k + 6 k + 6 k + 6 k + 6 k + 24 k 9 k + 9 k + 9 k + 9 k + 12 k + 18 k

12 k + 24 k 6 k + 9 k + 24 k 6 k + 6 k + 9 k + 9 k 6 k + 6 k + 6 k + 9 k + 9 k 9 k + 9 k + 9 k + 12 k + 18 k 6 k + 6 k + 6 k + 6 k + 9 k + 9 k 9 k + 9 k + 9 k + 9 k + 12 k + 24 k

18 k + 18 k 6 k + 12 k + 12 k 6 k + 6 k + 9 k + 12 k 6 k + 6 k + 6 k + 9 k + 12 k 9 k + 9 k + 9 k + 12 k + 24 k 6 k + 6 k + 6 k + 6 k + 9 k + 12 k 9 k + 9 k + 9 k + 12 k + 12 k + 12 k

18 k + 24 k 6 k + 12 k + 18 k 6 k + 6 k + 9 k + 18 k 6 k + 6 k + 6 k + 9 k + 18 k 9 k + 9 k + 9 k + 18 k + 18 k 6 k + 6 k + 6 k + 6 k + 9 k + 18 k 9 k + 9 k + 9 k + 12 k + 12 k + 18 k

24 k + 24 k 6 k + 12 k + 24 k 6 k + 6 k + 9 k + 24 k 6 k + 6 k + 6 k + 9 k + 24 k 9 k + 9 k + 9 k + 18 k + 24 k 6 k + 6 k + 6 k + 6 k + 9 k + 24 k 9 k + 9 k + 12 k + 12 k + 12 k + 12 k

6 k + 18 k + 18 k 6 k + 6 k + 12 k + 12 k 6 k + 6 k + 6 k + 12 k + 12 k 9 k + 9 k + 12 k + 12 k + 12 k 6 k + 6 k + 6 k + 6 k + 12 k + 12 k 9 k + 9 k + 12 k + 12 k + 12 k + 18 k

6 k + 18 k + 24 k 6 k + 6 k + 12 k + 18 k 6 k + 6 k + 6 k + 12 k + 18 k 9 k + 9 k + 12 k + 12 k + 18 k 6 k + 6 k + 6 k + 6 k + 12 k + 18 k 9 k + 12 k + 12 k + 12 k + 12 k + 12 k

9 k + 9 k + 9 k 6 k + 6 k + 12 k + 24 k 6 k + 6 k + 6 k + 12 k + 24 k 9 k + 9 k + 12 k + 12 k + 24 k 6 k + 6 k + 6 k + 6 k + 12 k + 24 k 12 k + 12 k + 12 k + 12 k + 12 k + 12 k

9 k + 9 k + 12 k 6 k + 6 k + 18 k + 18 k 6 k + 6 k + 6 k + 18 k + 18 k 9 k + 9 k + 12 k + 18 k + 18 k 6 k + 6 k + 6 k + 9 k + 9 k + 9 k

9 k + 9 k + 18 k 6 k + 6 k + 18 k + 24 k 6 k + 6 k + 6 k + 18 k + 24 k 9 k + 9 k + 12 k + 18 k + 24 k 6 k + 6 k + 6 k + 9 k + 9 k + 12 k

9 k + 9 k + 24 k 6 k + 9 k + 9 k + 9 k 6 k + 6 k + 9 k + 9 k + 9 k 9 k + 9 k + 18 k + 18 k + 18 k 6 k + 6 k + 6 k + 9 k + 9 k + 18 k

9 k + 12 k + 12 k 6 k + 9 k + 9 k + 12 k 6 k + 6 k + 9 k + 9 k + 12 k 9 k + 12 k + 12 k + 12 k + 12 k 6 k + 6 k + 6 k + 9 k + 9 k + 24 k

9 k + 12 k + 18 k 6 k + 9 k + 9 k + 18 k 6 k + 6 k + 9 k + 9 k + 18 k 9 k + 12 k + 12 k + 12 k + 18 k 6 k + 6 k + 6 k + 9 k + 12 k + 12 k

9 k + 12 k + 24 k 6 k + 9 k + 9 k + 24 k 6 k + 6 k + 9 k + 9 k + 24 k 9 k + 12 k + 12 k + 12 k + 24 k 6 k + 6 k + 6 k + 9 k + 12 k + 18 k

9 k + 18 k + 18 k 6 k + 9 k + 12 k + 12 k 6 k + 6 k + 9 k + 12 k + 12 k 9 k + 12 k + 12 k + 18 k + 18 k 6 k + 6 k + 6 k + 9 k + 12 k + 24 k

9 k + 18 k + 24 k 6 k + 9 + 12 k + 18 k 6 k + 6 k + 9 k + 12 k + 18 k 12 k + 12 k + 12 k + 12 k + 12 k 6 k + 6 k + 6 k + 12 k + 12 k + 12 k

12 k + 12 k + 12 k 6 k + 9 k + 12 k + 24 k 6 k + 6 k + 9 k + 12 k + 24 k 12 k + 12 k + 12 k + 12 k + 18 k 6 k + 6 k + 6 k + 12 k + 12 k + 18 k

12 k + 12 k + 18 k 6 k + 9 k + 18 k + 18 k 6 k + 6 k + 9 k + 18 k + 18 k 12 k + 12 k + 12 k + 12 k + 24 k 6 k + 6 k + 6 k + 12 k + 12 k + 24 k

12 k + 12 k + 24 k 6 k + 9 k + 18 k + 24 k 6 k + 6 k + 9 k + 18 k + 24 k 12 k + 12 k + 12 k + 18 k + 18 k 6 k + 6 k + 9 k + 9 k + 9 k + 9 k

12 k + 18 k + 18 k 6 k + 12 k + 12 k + 12 k 6 k + 6 k + 12 k + 12 k + 12 k 6 k + 6 k + 9 k + 9 k + 9 k + 12 k

12 k + 18 k + 24 k 6 k + 12 k + 12 k + 18 k 6 k + 6 k + 12 k + 12 k + 18 k 6 k + 6 k + 9 k + 9 k + 9 k + 18 k

18 k + 18 k + 18 k 6 k + 12 k + 12 k + 24 k 6 k + 6 k + 12 k + 12 k + 24 k 6 k + 6 k + 9 k + 9 k + 9 k + 24 k

6 k + 12 k + 18 k + 18 k 6 k + 6 k + 12 k + 18 k + 18 k 6 k + 6 k + 9 k + 9 k + 12 k + 12 k

6 k + 12 k + 18 k + 24 k 6 k + 6 k + 12 k + 18 k + 24 k 6 k + 6 k + 9 k + 9 k + 12 k + 18 k

6 k + 18 k + 18 k + 18 k 6 k + 6 k + 18 k + 18 k + 18 k 6 k + 6 k + 9 k + 9 k + 12 k + 24 k

6 k + 18 k + 18 k + 24 k 6 k + 6 k + 18 k + 18 k + 24 k 6 k + 6 k + 9 k + 12 k + 12 k + 12 k

9 k + 9 k + 9 k + 9 k 6 k + 9 k + 9 k + 9 k + 9 k 6 k + 6 k + 9 k + 12 k + 12 k + 18 k

9 k + 9 k + 9 k + 12 k 6 k + 9 k + 9 k + 9 k + 12 k 6 k + 6 k + 9 k + 12 k + 12 k + 24 k

9 k + 9 k + 9 k + 18 k 6 k + 9 k + 9 k + 9 k + 18 k 6 k + 6 k + 12 k + 12 k + 12 k + 12 k

9 k + 9 k + 9 k + 24 k 6 k + 9 k + 9 k + 9 k + 24 k 6 k + 6 k + 12 k + 12 k + 12 k + 18 k

9 k + 9 k + 12 k + 12 k 6 k + 9 k + 9 k + 12 k + 12 k 6 k + 6 k + 12 k + 12 k + 12 k + 24 k

9 k + 9 k + 12 k + 18 k 6 k + 9 k + 9 k + 12 k + 18 k 6 k + 9 k + 9 k + 9 k + 9 k + 9 k

9 k + 9 k + 12 k + 24 k 6 k + 9 k + 9 k + 12 k + 24 k 6 k + 9 k + 9 k + 9 k + 9 k + 12 k

9 k + 9 k + 18 k + 18 k 6 k + 9 k + 9 k + 18 k + 18 k 6 k + 9 k + 9 k + 9 k + 9 k + 18 k

9 k + 9 k + 18 k + 24 k 6 k + 9 k + 9 k + 18 k + 24 k 6 k + 9 k + 9 k + 9 k + 9 k + 24 k

9 k + 12 k + 12 k + 12 k 6 k + 9 k + 12 k + 12 k + 12 k 6 k + 9 k + 9 k + 9 k + 12 k + 12 k

9 k + 12 k + 12 k + 18 k 6 k + 9 k + 12 k + 12 k + 18 k 6 k + 9 k + 9 k + 9 k + 12 k + 18 k

9 k + 12 k + 12 k + 24 k 6 k + 9 k + 12 k + 12 k + 24 k 6 k + 9 k + 9 k + 9 k + 12 k + 24 k

9 k + 12 k + 18 k + 18 k 6 k + 9 k + 12 k + 18 k + 18 k 6 k + 9 k + 9 k + 12 k + 12 k + 12 k

9 k + 12 k + 18 k + 24 k 6 k + 9 k + 12 k + 18 k + 24 k 6 k + 9 k + 9 k + 12 k + 12 k + 18 k

9 k + 18 k + 18 k + 18 k 6 k + 9 k + 18 k + 18 k + 18 k 6 k + 9 k + 9 k + 12 k + 12 k + 24 k

12 k + 12 k + 12 k + 12 k 6 k + 12 k + 12 k + 12 k + 12 k 6 k + 9 k + 12 k + 12 k + 12 k + 12 k

12 k + 12 k + 12 k + 18 k 6 k + 12 k + 12 k + 12 k + 18 k 6 k + 9 k + 12 k + 12 k + 12 k + 18 k

12 k + 12 k + 12 k + 24 k 6 k + 12 k + 12 k + 12 k + 24 k 6 k + 12 k + 12 k + 12 k + 12 k + 12 k

12 k + 12 k + 18 k + 18 k 6 k + 12 k + 12 k + 18 k + 18 k 6 k + 12 k + 12 k + 12 k + 12 k + 18 k

12 k + 12 k + 18 k + 24 k 6 k + 12 k + 18 k + 18 k + 18 k 9 k + 9 k + 9 k + 9 k + 9 k + 9 k

12 k + 18 k + 18 k + 18 k
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LEARN MORE AT EMIDUCTLESS.COM

At ECR International and Granby Industries, we are in the business of keeping 

you comfortable. Our partnership has made us the leading North American 

manufacturer of residential and light commercial heating and cooling 

equipment. Our commitment to research, development and product quality 

ensure that our customers receive cost effective, efficient products that meet 

current regulatory and environmental standards.  

ECRINTERNATIONAL.COM 

2260 Dwyer Avenue, Utica, NY 13501  
Tel. 315 797 1310
www.ecrinternational.com
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